Maryland State Highway Administration
Turning Movement Summary and Level of Servi.._

Prepared by: STV Inc.

Count Date:

20101

IConditions:
Design Year. 2006

Total

Location: Frank Tippett Road and Surratts Road

Computed by: BAB

Date

11/7/01

Moming Peak Hour: | 715815 AM | ¥ |

Lane configuration

Evening Peak Hour: l445345 PM
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Number Lane Service  Critical Opposing
of Use Level Lane Volume PCE
Lanes Factor Vol (VPH)
RTOR/Overlap Split Phasing —— — Inx. Control 1= 100 ASSI090 199 i
Phasing Northbound O East/West 2 =0.55 B <= 1150 <= 599 20
Southbound O Signal 3 =040 C <=1300 <=799 3.0
Eastbound O North/South 4 = 0.30 D <= 1450 <=999 4.0
Westbound @ None @ Stop Dbl-Lt = 0.60 E <= 1600 > 1000 5.0
F > 1600
Phase Movement Volume Lane Use | Lane volume | Opposing | CriticalIn. | * Phase Movement Volume Lane Use |Lane volume| Opposing Critical In.
1 Factor - 2 1X2 Movement volume 1 Factor - 2 1X2 Movement Volume
NB 380 1.00 380 0 380 NB 230 1.00 230 0 230
SB 310 1.00 310 459 769 * SB 535 1.00 535 71 606
EB 36 1.00 36 0 36 * EB 233 1.00 233 0 233
WB 0 1.00 0 36 36 wB 0 1.00 0 58 58
Remarks: NB thru & EB RIGHT * Critical volume Total 805 Remarks: * Critical volume Total 839
ASSUMED Level of service (V/C) 0.50 A Level of service (V/C) 052




